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EXISTING 100 DIA TITTTTTITTTIITT

B l BUILDING LINE

45 PVC BEND.
HOUSE DRAIN. a /
ea St 100 DIA.
PVC PIPE
)y / N ¢ o
/ . "+ _.15"PVC BEND TO PREVENT HOUSE
/ . . --: / DRAIN SLIPPING INTO MAIN DRAIN.
300 X 300 PVC (OR EQUIVALENT) SIDE OF EXCAVATED i o S
PIT WITH GRATED INSERT :
100 DIA. PVC PIPE TRENCH. =
NOTE: IF INSPECTION POINT CANNOT BE PLACED INSIDE BUILDING LINE, FILL TO BE WELL COMPACTED TO 100 DIA. FITTED & GROUTED INTO
IT MAY BE PLACED OUTSIDE, & AS CLOSE AS POSSIBLE TO, BUILDING PROVIDE SUPPORT FOR HOUSE NEATLY CUT HOLE IN CONCRETE
LINE & PROVIDED WITH SUITABLE APPROVED PRE-CAST PAVING-SLAB DRAIN BEFORE INSTALLATION. PIPE OR EQUIVALENT PVC FITTINGS.

TYPE LID TO FOOTPATH LEVEL. NOTE: CARE MUST BE TAKEN TO AVOID

ANY PROJECTION INTO MAIN PIPE.

NOTE: FOR LARGER DIAMETER HOUSE DRAIN,
USE APPROPRIATE SIZED PIPE & FITTINGS.

CONNECTION OF HOUSE DRAINS TO UNDERGROUND STREET DRAIN.

KERB & CHANNEL AS SPECIFIED.

100 DIA. PVC PIPE 100 DIA. PVC PIPE

JOINT SLEEVE, OR ’
APPROPRIATE BEND, /

AS REQUIRED.

100 DIA. PVC OUTLET PLACED IN KERB
WITH INLET NOT MORE THAN 5mm
ABOVE CHANNEL INVERT.

NB: FULL FACED KERB ADAPTER TO
CROSS SECTION BE USED FOR ALL KERB PROFILES PLAN VIEW
PIPE MUST HAVE POSITIVE FALL TO OUTLET.

JOINT SLEEVE, OR APPROPRIATE
BEND, AS REQUIRED.

CONNECTION OF 100 DIA. HOUSE DRAINS TO KERB & CHANNEL.
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