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- PLACE 50mm SCALLOP IN POSTS FOR RAIL.
- 10mm GALVANISED COACH BOLTS & NUTS.
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NOTES:

*THIS STANDARD DRAWING MATCHES CITY OF BALLARAT
INFRASTRUCTURE STANDARD DRAWING SD-S4.

TREATED PINE LOGS SHALL BE IN ACCORDANCE WITH
A.S. 1604, AND TO BE H4 CLASS.

ALL LOGS TO BE 150mm, LATHED AND WITH DOMED TOPS AND ENDS.

POST AND RAIL SETS TO BE SUPPLIED IN EITHER 2400mm, 3000mm OR
3600mm AS SPECIFIED.

HEAD OF BOLT TO RAIL SIDE WITH NUTS TO BE COUNTER BORED INTO POSTS.

POST HOLES TO BE AUGERED TO MAXIMUM HOLE SIZE OF 250mm,
AND COMPACT BACKFILL MATERIAL TO ACIEVE 98% CONSOLIDATION.
(UNLESS SPECIFIED, DO NOT ONCRETE IN). POST TOPS TO BE SET UP
IN EVENLY GRADED STRAIGHT LINE SO RAILS WILL MATCH.

POST TO BE 1200mm LONG (UNLESS OTHERWISW SPECIFIED), WITH 50mm
DEEP PRE CUT SCALLOPS FOR RAILS.
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