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SIZE 7, CLASS 170, TYPE L
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100mm DEPTH - 25MPa CONC

SECTION AA

NOTES:

1. BLUESTONE PITCHERS ARE TO BE PLACED SO THAT :

- INVERT GRADE PROVIDES ADEQUATE WATER FLOW.

- SINGLE GRADES ARE ACHIEVED AS PER SECTION AA.

- UNIFORM / ORIGINAL GAPS ARE ACHIEVED TO MATCH EXISTING.
- THEY ARE PLACED IN THEIR ORIGINAL POSITION.

2. BLUESTONE CHANNEL IS TO BE CLEANED INCLUDING:

- ALL DEBRIS.

- ALL WEEDS AND SUCKERS ETC.

- ALL LINEMARKING.

- ALL OILS, DIRT, DUST ETC.

- EXCESS ASPHALT / BITUMEN FROM ROAD EDGE.
- CONCRETE

3. LINEMARKING SHALL BE REINSTATED TO ASPHALT SURFACE ONLY.

LINEMARKING IS NOT TO APPEAR ANY BLUESTONE ELEMENTS.

100mm DEPTH ASPHALT (2 LAYERS)
SIZE 10, TYPE H, CLASS 320

ISSUE| AMENDMENT DATE

SCALES

DO NOT SCALE THIS DRAWING

CITY OF BALLARAT
BLUESTONE REHABILITATION
KERB AND CHANNEL

EVERY CARE HAS BEEN TAKEN TO ENSURE THAT THE
INFORMATION SHOWN ON THIS DRAWING IS ACCURATE WARNING: THE LOCATION OF L/GROUND SERVICES SURVEY: DATE: DRAWING No.
HOWEVER SOME VARIATIONS FROM RECORDS MAY B R OEnon  [Dram DATE. 2012-BS-01
EX'ST, AND COMPLETE ACCURACY CANNOT BE SITE. ALL WORKS NEAR SERVICES SHALL COMPLY DESIGN; DATE:
GUARANTEED. WITH REQUIREMENTS OF RELEVANT AUTHORITY. [FiLES: TEAM LEADER MANAGER SHEET 1 OF 7
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97% COMPACTION
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MODIFIED COMPACTIVE EFFORT

SECTION AA
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ASPHALT PATH A 600mm 40/0
BOLLARD / STREET FURNITURE
e BLUESTONE CORNER DETAIL

CLEAN BLUESTONE AS REQUIRED.
RESET TO ORIGINAL POSITION AS REQUIRED.
MAX. CHANGE OF GRADE 16%

RECONSTRUCT PAVEMENT AS REQUIRED
TO ACHIEVE REQUIRED ACCESS GRADE

SECTION BB

ISSUE | AMENDMENT DATE

EVERY CARE HAS BEEN TAKEN TO ENSURE THAT THE
INFORMATION SHOWN ON THIS DRAWING IS ACCURATE
HOWEVER SOME VARIATIONS FROM RECORDS MAY
EXIST, AND COMPLETE ACCURACY CANNOT BE

GUARANTEED.
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CITY OF BALLARAT

BLUESTONE REHABILITATION

R.O.W. ACCESS DETAIL

WARNING: THE LOCATION OF U/GROUND SERVICES
SHOWN S BASED ON INFORMATION SUPPLIED BY

OTHER AUTHORITIES AND SHOULD BE PROVEN ON
SITE. ALL WORKS NEAR SERVICES SHALL COMPLY

WITH REQUIREMENTS OF RELEVANT AUTHORITY.
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CITY OF BALLARAT
BLUESTONE REHABILITATION
PROPERTY OUTLET DETAIL
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NOTE:

EVERY CARE HAS BEEN TAKEN TO ENSURE THAT THE
INFORMATION SHOWN ON THIS DRAWING IS ACCURATE
HOWEVER SOME VARIATIONS FROM RECORDS MAY
EXIST, AND COMPLETE ACCURACY CANNOT BE

GUARANTEED.

IF CHANGE OF GRADE 16% CANNOT BE ACHIEVED
APPLICATION FOR VEHICULAR BRIDGE IS REQUIRED

DO NOT SCALE THIS DRAWING
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LOWER KERB TO MATCH CHANNEL.
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. — e e INVERT
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e — SCALES CITY OF BALLARAT

BLUESTONE REHABILITATION

DRIVEWAY ACCESS LAYBACK

WARNING: THE LOCATION OF U/GROUND SERVICES
SHOWN IS BASED ON INFORMATION SUPPLIED BY

OTHER AUTHORITIES AND SHOULD BE PROVEN ON
SITE. ALL WORKS NEAR SERVICES SHALL COMPLY

WITH REQUIREMENTS OF RELEVANT AUTHORITY.
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SECTION BB

25MPa CONCRETE ~

SAWN BLUESTONE PAVERS (x3)

SECTION CC

'150mm‘

[ 20mm

SAWN BLUESTONE PAVER DETAIL

NOTE:

1. PAVER DIMENSIONS - 600mm x 300mm x 40mm THICK
2. PAVER STRIPS TO BE LOCATED AS PER CONTRACT DRAWINGS.
3. PAVER STRIPS TO BE LAID ON A SINGLE GRADE - GENERALLY.

4. PAVERS TO BE INSTALLED IN STRETCHER BOND PATTERN. (WHERE REQUIRED)
5. BLUESTONE WORKS ARE TO BE CARRIED OUT BY COUNCIL APPROVED CONTRACTORS.
6. BLUESTONE WORKS ARE TO BE INSPECTED BY COUNCILS WORKS SUPERINTENDENT.

ISSUE| AMENDMENT DATE

EVERY CARE HAS BEEN TAKEN TO ENSURE THAT THE
INFORMATION SHOWN ON THIS DRAWING IS ACCURATE
HOWEVER SOME VARIATIONS FROM RECORDS MAY
EXIST, AND COMPLETE ACCURACY CANNOT BE
GUARANTEED.

SCALES

DO NOT SCALE THIS DRAWING

CITY OF BALLARAT
BLUESTONE REHABILITATION
BLUESTONE PAVER DETAIL
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WARNING: THE LOCATION OF U/GROUND SERVICES
SHOWN IS BASED ON INFORMATION SUPPLIED BY
OTHER AUTHORITIES AND SHOULD BE PROVEN ON
SITE. ALL WORKS NEAR SERVICES SHALL COMPLY
WITH REQUIREMENTS OF RELEVANT AUTHORITY.
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NOTE:
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275mm
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100mm

1. QUANTITIES OF SAWN BLUESTONE KERB DO NOT ALLOW FOR GAPS BETWEEN SECTIONS.
2. SECTIONS OF SAWN BLUESTONE KERB MAY VARY BETWEEN 450 - 1200mm IN LENGTH.
3. MAXIMUM SPACING BETWEEN SAWN BLUESTONE KERB SECTIONS IS TO BE 2mm.

ISSUE | AMENDMENT
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BLUESTONE REHABILITATION
EVERY CARE HAS BEEN TAKEN TO ENSURE THAT THE DO NOT SCALE THIS DRAWING SAW N B/STON E KE RB IN STALLATION
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ASPHALT FOOTPATH

SAWCUT NEW KERB TO MATCH EXISTING RADIUS

INSTALL NEW BLUESTONE KERB TO MATCH EXISTING
REFER SD-BS-01

\ EXISTING BLUESTONE KERB

ROAD PAVEMENT

ISSUE

AMENDMENT DATE

EVER

Y CARE HAS BEEN TAKEN TO ENSURE THAT THE

INFORMATION SHOWN ON THIS DRAWING IS ACCURATE
HOWEVER SOME VARIATIONS FROM RECORDS MAY
EXIST, AND COMPLETE ACCURACY CANNOT BE

GUARANTEED.

SCALES CITY OF BALLARAT
1:25 BLUESTONE REHABILITATION
DO NOT SCALE THIS DRAWING REDUNDANT R.O.W. / ACCESS
WARNIG, THE LOCATION OF U/GROUND SERVICES [SURVEY. DATE: DRAWING No.
A= 5615-85-07
WITH REQUIREMENTS OF RELEVANT AUTHORITY. FILES: TEAM LEADER MANAGER SHEET 7 OF 7




NOTE:

1. PAVER DIMENSIONS - 600mm x 300mm x 40mm THICK.

2. PAVERS TO BE LOCATED AS PER CONTRACT DRAWINGS.
3. PAVERS TO BE LAID ON A SINGLE GRADE - GENERALLY.

4. PAVERS TO BE INSTALLED IN STRETCHER BOND PATTERN.

2.0m (VARIES)
TO PROPERTY LINE

SAWN BLUESTONE PAVERS
PERPENDICULAR TO BUILDING LINE
MUST BE PLACED RELATIVE TO

2m OFFSET LINE AS SHOWN.
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BEDDING DETAIL =
(DINING AREA)
PITS ARE TO BE SAWCUT TO SUIT PITS
AND STREET FURNITURE AS DIRECTED BY SUPERINTENDANT
BUILDING LINE
. 190° - -l
§ §i = ASPHALT INFILL TO MATCH NEW ASPHALT PATH
S x PEDESTRIANS | | -
| & — = 90° SAWN BLUESTONE TO MATCH FOOTPATH FORMAT
5 _IIIII][I]I]JIIII 8 N D -
Q DINING 57 ] o s o e s ey S i e NEW FOOTPATH
B i o e e e v ) s e ET v -
i i 1 (B85) S RE) e = - o e J
BLUESTONE KERB
BLUESTONE PITCHERS
APPROVED BEDDING MATERIAL
TYPICAL SECTION
TELSTRA 'WANG' LID
P LAN BLUESTONE INFILL TO 'WANG' TELSTRA PIT
LIDS 20mm THICK, MUST BE SAWCUT TO MATCH
NOTE: 'WANG' LID AND NEW FOOTPATH FORMAT.
THE CONTRACTOR SHALL, WHERE POSSIBLE,
ENSURE THAT WHEN PAVERS ARE SAWCUT TO FIT,
THEY ARE 150mm MINIMUM LENGTH.
ISSUE AMENDMENT DATE SCALES ClTY OF B ALL AR AT CITY OF i
BLUESTONE PAVING DETAIL BALLARAT “vy
S PLAN 50 NOT BCALE THIS DRAWING ALFRESCO DINING AREAS ARAl ..
INFORMATION SHOWN ON THE DRAWING IS ACCURATE WARNING: THE LOGATION OF U/G SERVIGES SURVEY: DATE: DRAWING No.
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EVERY CARE HAS BEEN TAKEN TO ENSURE THAT THE
INFORMATION SHOWN ON THE DRAWING IS ACCURATE
HOWEVER SOME VARIATIONS FROM RECORDS MAY
EXIST, AND COMPLETE ACCURACY CANNOT BE
GUARANTEED.
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