
CHANNEL SECTION WITH KERB
REMOVED

ADOPT LEVEL OF LAYBACK 65mm BELOW TOP
OF KERB. BACK OF LAYBACK TO BE 150mm
BEHIND BACK OF KERB AS SHOWN.

NOTES:

1. THIS DRAWING IS ONLY APPLICABLE WHERE ALL OF THE FOLLOWING CRITERIA ARE MET:
a) THERE IS NO DAMAGE TO THE TRAY OF KERB.
b) THERE IS NO ABUTTING ROAD DAMAGE.
c) THE ROAD IS NOT CLASSIFIED AS A LINK ROAD OR COLLECTOR ROAD.
d) THE LENGTH OF REPAIR IS LESS THAN 5 METRES IN LENGTH, UNLESS OTHERWISE APPROVED BY COUNCIL.
e) THE COUNCIL HAS NOT DIRECTED A FULL KERB REPLACEMENT.

2. IF COUNCIL DEEM THE CONSTRUCTION UNSATISFACTORY, A FULL KERB REPLACEMENT WILL BE REQUIRED.

INVERT MUST BE SAW CUT TO A
MINIMUM DEPTH OF 100mm PRIOR
TO REMOVING KERB.

KERB
REMOVED

Y12 DEFORMED BAR TO BE TIED TO
10mm RODS A MINIMUM OF 40mm

BELOW TOP OF KERB.

REMOVE UNUSED
LAYBACK

INVERT

Y12

KERB CUTTING DETAILS
SCALE NTS (DIMENSIONS IN mm)

LAYBACK PROFILE DETAILS
SCALE NTS (DIMENSIONS IN mm)

KERB REINSTATEMENT DETAILS
SCALE NTS (DIMENSIONS IN mm)

CARE MUST BE TAKEN WHEN REMOVING
KERB SO AS NOT TO DAMAGE IT
UNNECESSARILY. ANY DAMAGED KERB AND
CHANNEL MUST BE REPLACED TO THE
SATISFACTION OF COUNCIL.

10mm DEFORMED BARS TO BE PLACED
AT 450mm CENTRES AND DOWELED
INTO TRAY OF CHANNEL A MINIMUM
DEPTH OF 100mm AS SHOWN.

10mm DEFORMED BARS TO BE PLACED
AT 450mm CENTRES AND DOWELED
INTO TRAY OF CHANNEL A MINIMUM
DEPTH OF 100mm AS SHOWN.
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